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1 7075 ALUMINUM/CARBON FIBER TAIL PITCH LEVER

1.6x2.5x0.3mm Aluminum Spacer

© |

2x3.5x0.2mm Aluminum Washer

© |

1.5x4x1.2mm Radial Bearing

i

M1x3mm Phillips Head Screw

® (L]
Hexagon Screw 0-80UNFx1/2"

MH-18FX026
MO-80 Stainless Steel Nut
@ ﬂ ..... x1
3mm Titanium Ball
E:m ..... x1 1.6x2.5x0.3mm

Aluminum Spacer
162503AS

..... X2
1.6x2.5x0.3mm
Aluminum Spacer
_____ x1 162503AS
..... X2
..... x1
..... x1

p Apply Loctite to all screws
Loctite

Hexagon Screw
0-80UNFx1/2"
Alloy Steel
MO0-80x1/2SS

Tail Gear Case
(Stock part
not included)

Stainless Steel Nut
MO0-80NSS

N
1.5x4x1.2mm
Radial Bearing
MR681XZ
é Tail Pitch Lever
Upper Arm
MH-18FX026UA
1.5x4x1.2mm /T i Pitch L
Radial Bearing all Pitch Lever
MR681XZ - Upper Pin

Tail Pitch Lever
Lower Arm
MH-18FX026LA

M1x3mm

Phillips Head Screw _i

M1030PSS

- -
Tail Pitch Lever
Py Lower Pin
Aglue

~

3mm Titanium Ball

MH-18FX021S

MH-18FX026UP

MH-18FX026LP

C.Aglue

Tail Pitch Lever
Ball Nut
MH-18FX026BN

2x3.5x0.2mm
Aluminum Washer
203502WA

Apply Loctite Apply C.A glue

CAUTION: Please check your model helicopter carefully before attemp to fly!
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