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Apply Loctite

Apply Loctite to all screws
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CAUTION: Please check your model helicopter carefully before attemp to fly!
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BLADE 330X  HELICOPTER Precision CNC Aluminum Swashplate INSTRUCTION

PRECISION CNC TITANIUM SWASHPLATE

MH-330X012

1

.....x1

Stainless Steel Pin

.....x7

4mm Stainless Steel Ball

Upper Swash

MH-330X012UC

Center Ball Housing

MH-330X012BH

Center Ball

MH-330X012CB

.....x3

1.2x3.5x0.3mm Stainlees Steel Washer

.....x1

17x23x4mm Radial Bearing

4mm Stainless

Steel Ball

MH-300X021

4mm Stainless

Steel Ball

MH-300X021

Anti-Rotation Pin

MH-300X012P

4mm Stainless

Steel Ball

MH-300X021

4mm Stainless

Steel Ball

MH-300X021

4mm Stainless

Steel Ball

MH-300X021

17x23x4mm

Radial Bearing

MR6703ZZ

M1.2x3mm

Phillip Head Screw

M1230PSS

1.2x3.5x0.3mm

Stainless Steel Washer

123503WSS

Lower Swash

MH-330X012LC

.....x3

M1.2x3mm Phillip Head Screw
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